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 scanGogh II ™ 

The new scanGogh II™ comes in two versions. The SL Wand 
consists of a laser line generator and a miniature camera, as 
shown in the assembly at right. The DL Wand (North America) 
consists of a centrally mounted laser line generator and two 
miniature cameras, one at each end. During operation, simply 
point the wand at the object and sweep. The camera(s) on the 
wand record the intersection of the laser line and the object, 
providing a full 3D profile of the shape.  

The scanGogh II™ imaging system provides you a plaster-free, 
objective, digital design approach. Import your patient scan data to 
Vorum’s powerful, new Canfit  ™ Design Suite for Prosthetics 
and Orthotics. Scan finished positive models to create your own 
shape libraries. Watch your productivity grow!  

Portable, clean, fast and accurate… 

Suite 6 – 8765 Ash Street, Vancouver, B.C. Canada www.vorum.com Tel 1 800 461 4353; 1 604 321 
7277; Fax 1 604 321 5345 email canfit@vorum.com  

Contact VORUM Research Corporation for further info rmation:  
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Specifications  
 
Power   
100-240 Vac, 47-63 Hz, 1.35A, auto-ranging 

Laser   
Class IIIR laser product in compliance with IEC 60825-1:2001 and Class II product in 
compliance with 21 CFR 1040.10 
 
Dimensions and Weight  
Protective case contains Wand and detachable cable, Processing Unit, Processing Unit 
power supply and cable, Transmitter, Wand pad, Calibration Target and Mounting screws, 
USB Cable, Software install CD, Calibration File CD, User Manual 

Loaded Case:  

46 x 35 x 16 cm - 7.7 kg 
18.1 x 13.8 x 6.3 inches - 17 lbs 

Features:   

·  Rapid, non-contact data collection of positive human shapes  
·  Real-time display  
·  Measurement accuracy witihin 2% of object circumference  
·  Simple scanning protocols include easy landmark placement  
·  Adjustable camera and reconstruction settings  
·  Transportable; easy to set up  
·  Conforms to European (CE) directives as well as USA and Canadian Standards  

Host computer minimum requirements:   

Windows XP Pro (with Service Pack 2 or above) 
1 GHz Intel Pentium III or greater 
512 MB RAM or greater 
USB Port 
OpenGL compatible hardware accelerated graphics adapter in 32-bit (true colour) mod 
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